
FORM VII 

Inspecting authority’s certificate of inspection under construction designation of 

inspection authority 

[Regulation 501(e)] 

 

We hereby certify that ………………………type, ……………………… Economiser, consisting of ……………… 

sections and tubes to each section was constructed for a working pressure of ……………… lbs.  

 

Messrs ……………………………………………. under our supervision and inspected at various stages of construction by 

the Competent Person and that the construction and workmanship were satisfactory and in accordance with the standard 

conditions for the design and construction of Economiser laid down in Chapter XI of the Indian Boiler Regulations, 1950. 

Identification Mark on each section. 

 

Branch Pipe on other pressure part. 

 

Position of same. 

 

The sections on completion were subjected to a water pressure of ……………… lbs. per sq. in. for ten minutes in the 

presence of the Competent Person on ……………… and satisfactorily withstood the test in accordance with Reg. 504. 

 

Samples of the material used in the constructions of the Economiser were tested in the presence of the Competent Person 

and were found to comply with the tests prescribed in Chapter XI of the Indian Boiler Regulations, 1950. 

 

We have satisfied ourselves that the construction and dimensions of the Economiser are as shown in the Maker’s Drawing 

No. ……………… ……………………….signed by us and that the particulars entered in the maker’s certificate of 

manufacture in Form VIII countersigned by us are correct to the best of our knowledge and belief. 

 

 

 

 

 

 

Dated at …………… this …………… day of …………………… 20…… 

Signature of Inspecting Authority 

 

 


